Standalone Access Control, EM & HID Readers

FX-AC310 Standalone access control/reader with backlit keypad

- Plastic matte case, backlit keypad and automatic color changing mode.
- Support EM card (125kHz)
- Support PIN keypad, with single key 4Bit, 8Bit and 4-6 digits PIN output.
- 500 user capacity. Each user owns a card and a 4-6 digits PIN.
- NMOS with heavy current drives the electric lock directly, prevent unlocking by magnetic illegally, and lock type can be set by software.
- Dedicated card reader mode with Wiegand 26 output and multiple format keypad output.
- Additional functions: anti-tamper, door magnetic, safe mode set, outer LED controller and buzzer.
- Input voltage: DC 12V-24V Standby current: ≤20mA
- Operating temp. range: -40～60℃
- Operating humidity: 0-95%
- Dimension: 90mm (Height) × 60mm (Width) × 27mm (Depth)

FX-AC210 Matted shell waterproof access control/reader

- Plastic matte case, fully potted, confirms to IP65
- Support EM & HID (125KHz) cards
- Up to 10,000 user capacity, with manager card.
- Support adding 9999 cards with serial numbers once
- Without function of inter-locked
- Infrared remote control keyboard operation
- NMOS with heavy current drives the electric lock directly, prevent unlocking by magnetic illegally, and lock type can be set by software.
- Wiegand 26 input & output
- Additional functions: anti-tamper, door magnetic, safe mode set, inter-collected, inter-locked and anti-passback.
- Input voltage: DC 12V±10% Standby current: ≤15mA
- Operating temp. range: -40～60℃
- Operating humidity: 0-95%
- Dimension: 103mm (Height) × 48mm (Width) × 23mm (Depth)

>> Specifications are subjected to change without prior notice.

www.felixcctv.com